



3
LA102 SIM

2
LA102

SIM

1
LA102 SIM

3
LA101

1
LA102

1
LA101

2
LA102

3
LA102

2
LA102O.H.

4
LA102

5
LA102

4
LA102

5
LA102

4
LA102 

O.H.

5
LA102O.H.

4
LA102

5
LA102

6
LA102

6
LA102O.H.

2
LA102O.H.

2
LA102O.H.

2
LA102

SIM

2
LA102

3
LA101

l l l l l l

l
l

l
l

l
l

l
l

l
l

l
l

l
l

l
l

l
l

l
l

l
l

l

APPROX. LOCATION OF EXIST.
UNDERGROUND IRRIGATION MAIN

LOOP 1 LOOP 3 LOOP 4 LOOP 6

LOOP 5LOOP 2

PROVIDED
BY VA

PROVIDED
BY VA

PROVIDED
BY VA

PROVIDED
BY VA

RESOD ALL AREAS DISTURBED
BY UTILITY WORK

RESOD ALL AREAS DISTURBED
BY UTILITY WORK

RESOD ALL AREAS DISTURBED
BY UTILITY WORK

RESOD ALL AREAS DISTURBED
BY UTILITY WORK

3
LA102

7
LA102

CONTRACTOR TO PROVIDE
WALKING PATH IN BASE BID

CONTRACTOR TO PROVIDE
WALKING PATH IN BASE BID CONTRACTOR TO PROVIDE

WALKING PATH IN BASE BID

CONTRACTOR TO PROVIDE
WALKING PATH IN BASE BID

SCALE:

1
LA100

SITE PLAN
1" = 50'

LA100

02212002CREATE CAMPUS
WALKING PATH
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R
5.
0
0
'

R5.00'

H I

F

H I

H
I

E

J

TURF
AREA

R
3
.0

0
'

R3
.0
0'

R3.00'

1.
75

'
11

.5
0

'

R
2
3
'

R
8
9'

MONUMENT SIGN
PLANTER-SEE DTL.
9,10 & 11/LA103

A DV

l
l

l
l

l
l

l
l

l
l

l
l

l

EXISTING IRRIGATION
LINE, SEE CIVIL

CL

5
.6

'
10

.0
0

'

R45.9'

R1.52'

A

B

C

D

B B

B BA

4'

I

H

H

H

H

I

I

I

G

G

G

14
.0

'

4'

20.1'C

16
'

16
.0

'

5.1'

CONTROL JT.TYP.

R30.4'

R29.7'

2
4
.0

0
'

5
0

'

WATER FEATURE -
SEE DETAIL 1/LA104

R5.00'

E F

H

I

H

I

I

H

J

TURF
AREA

R
3.
0
0
'

MONUMENT SIGN
PLANTER-SEE DTL. 9,
10 & 11/LA103 O.H.

A DV

R
3.0

0
'

R3.00'

l
l

l
l

l
l

l
l

l
l

l
l

l
l

EXISTING IRRIGATION
LINE, SEE CIVIL

SCALE:

1
LA101

MONUMENT SIGN PLANTER-EAST ENTRANCE
1" = 5'

THE LANDSCAPE PLANS ALONE DO NOT COMPLETE THE
CONSTRUCTION DOCUMENTS.  THE CONTRACTOR SHALL REVIEW
THE PROJECT MANUAL, PROJECT SPECIFICATIONS, ADDENDUM
AND ANY AND ALL SUPPORTING DOCUMENTATION WHICH
COMPLETE THE CONSTRUCTION DOCUMENTS SET.

NOTIFY THE LANDSCAPE ARCHITECT OF ANT DISCREPANCIES
REGARDING THESE PLANS PRIOR TO PROCEEDING.

THE LANDSCAPE ARCHITECT RESERVES THE RIGHT TO REFUSE
ANY PLANTING MATERIALS DEEMED UNACCEPTABLE.

ALL PLANT MATERIAL SHALL AT LEAST MEET MINIMUM
REQUIREMENTS SHOWN IN THE "AMERICAN STANDARD FOR
NURSERY STOCK" (ANSI Z60.1-2004.)

THE CONTRACTOR SHALL VERIFY THE LOCATIONS AND PROTECT
ALL UTILITIES AND STRUCTURES.  DAMAGE TO UTILITIES AND
STRUCTURES SHALL BE REPAIRED BY THE CONTRACTOR TO THE
SATISFACTION OF THE OWNER FOR NO ADDITIONAL COST TO
THE PROJECT.

NO PLANT MATERIAL SHALL BE SUBTITUTED WITHOUT WRITTEN
AUTHORIZATION FROM JLG ARCHITECTS OR THE PROJECT
OWNER.

THE LANDSCAPE CONTRACTOR SHALL GUARANTEE ALL PLANT
MATERIALS (TREES, SHRUBS AND PERENNIALS) FOR A PERIOD
OF (1) YEAR FROM THE DATE OF ACCEPTANCE FROM THE
PROJECT REPRESENTATIVE.

THE LANDSCAPE ARCHITECT SHALL VERIFY THE LOCATION OF
ALL PLANTING BEDS AND PLANT MATERIALS PRIOR TO
INSTALLATION.  THE CONTRACTOR SHALL COORDINATE A FIELD
VISIT FOR JLG ARCHITECTS AT LEAST TWO BUSINESS DAYS
PRIOR TO INSTALLATION FOR LAYOUT REVIEW.

ALL PLANTING BEDS (SHRUBS AND PERENNIALS) SHALL RECEIVE
A MINIMUM OF 18" OF TOPSOIL.  THE TOPSOIL USED IN THESE
AREAS SHALL MEET THE REQUIREMENTS OF "SELECT TOPSOIL
BORROW" IN ACCORDANCE WITH THE MNDOT SPEC. 3877,
TOPSOIL BORROW, 2005 EDITION, SEE SPECS.

ALL TREES IN TURF AREAS, AND ALL PLANTING AREAS SHALL BE
MULCHED WITH AT LEAST A 4" DEPTH OF MULCH, SEE SPECS.

THE SITE SHALL BE SEEDED ACCORDING TO CIVIL PLAN.

1.

LANDSCAPE NOTES

2.

3.

4.

5.

6.

7.

8.

9.

10.

11.

PROPOSED SHRUBS/PERENNIALS

PROPOSED EVERGREEN SHRUB

EXISTING TREE

PLANT SYMBOL (SEE SCHEDULE)

QUANTITY, THIS LOCATION

BOULDER OR STONE OUTCROPPING

LANDSCAPE EDGING, SEE SPECS

ROCK -OR- WOOD MULCH, SEE SPECS

INSTALL TRASH ENCLOSURE. 'KAY' EXPANDED
METAL TRASH RECEPTACLE S32LRVPCSM;
SURFACE MOUNT. COLOR-GREEN. OR APP.
EQUAL. PH # 888-468-5869.PROVIDE & INSTALL
DOG VALET AS SPECIFIED AT TRASH
ENCLOSURES MARKED -DV. PROVIDE 3'-0" x
3'-0" x 6" THICK CONC PAD BELOW TRASH
ENCLOSURE WHERE SHOWN IN PLANT BEDS.

LANDSCAPE
SYMBOLS LEGEND

PROPOSED SEEDING AREA; SEE NOTES

PROPOSED TREE

30"X48" ADA ACCESSIBLE SEATING AREA
TYPICAL.

INSTALL EMERGENCY CALL STATION (ECS).
SEE-SPEC AND DETAILS.

SCALE:

3
LA101

WATER FEATURE - TYP.
1" = 5'

INSTALL TRAIL MAP SIGN 'A'. SEE DETAILS

INSTALL WINTER BARRIER. SEE DETAILS.

CONCRETE PAD. SEE CIVIL FOR DETAILS

INSTALL PVC LANDSCAPE EDGING. SEE SPECS

INSTALL 'BRYAN RED ROCK' MULCH; 1-1/2".

SCALE:

2
LA101

MONUMENT SIGN PLANTER-WEST ENTRANCE
1" = 5'

INSTALL TRAIL SIGN 'B'. SEE DETAILS

INSTALL TRAIL SIGN 'C'. SEE DETAILS

LA101

02212002LANDSCAPE PLAN DETAILS

ST.CLOUD VA HEALTH CARE SYSTEM

10/16/12 JJR BAP

CREATE CAMPUS
WALKING PATH

1

LA104

INSTALL BENCH. BASIS OF DESIGN- KAY PARK
RECREATION, MODEL NO. 6CB4RP WITH
(ARCB 24) ARMRESTS. FRAME COLOR: BLACK,
COMPOSITE WOOD COLOR: CEDAR
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A
B

12.4'

4
'

HI

G

J

C

A

B

D

E

I

H

G

14
.0

'

4'

I

C

H

I

K

I

K

I

A DV

B

D

I

H14
'

4'

G

C

E

SCALE:

1
LA102

EXERCISE AREA - TYP.
1" = 5'

SCALE:

2
LA102

WAY STATION 'B' - TYP.
1" = 5'

SCALE:

3
LA102

WAY STATION 'A' - TYP.
1" = 5'SCALE:

4
LA102

INTERSECTION PLANTER-TYP
1" = 5'

SCALE:

5
LA102

INTERSECTION PLANTER-TYP.
1" = 5'

SCALE:

6
LA102

INTERSECTION PLANTER-TYP.
1" = 5'

LA102

02212002LANDSCAPE PLAN DETAILS

ST.CLOUD VA HEALTH CARE SYSTEM

10/16/12 JJR BAP

CREATE CAMPUS
WALKING PATH

THE LANDSCAPE PLANS ALONE DO NOT COMPLETE THE
CONSTRUCTION DOCUMENTS.  THE CONTRACTOR SHALL REVIEW
THE PROJECT MANUAL, PROJECT SPECIFICATIONS, ADDENDUM
AND ANY AND ALL SUPPORTING DOCUMENTATION WHICH
COMPLETE THE CONSTRUCTION DOCUMENTS SET.

NOTIFY THE LANDSCAPE ARCHITECT OF ANT DISCREPANCIES
REGARDING THESE PLANS PRIOR TO PROCEEDING.

THE LANDSCAPE ARCHITECT RESERVES THE RIGHT TO REFUSE
ANY PLANTING MATERIALS DEEMED UNACCEPTABLE.

ALL PLANT MATERIAL SHALL AT LEAST MEET MINIMUM
REQUIREMENTS SHOWN IN THE "AMERICAN STANDARD FOR
NURSERY STOCK" (ANSI Z60.1-2004.)

THE CONTRACTOR SHALL VERIFY THE LOCATIONS AND PROTECT
ALL UTILITIES AND STRUCTURES.  DAMAGE TO UTILITIES AND
STRUCTURES SHALL BE REPAIRED BY THE CONTRACTOR TO THE
SATISFACTION OF THE OWNER FOR NO ADDITIONAL COST TO
THE PROJECT.

NO PLANT MATERIAL SHALL BE SUBTITUTED WITHOUT WRITTEN
AUTHORIZATION FROM JLG ARCHITECTS OR THE PROJECT
OWNER.

THE LANDSCAPE CONTRACTOR SHALL GUARANTEE ALL PLANT
MATERIALS (TREES, SHRUBS AND PERENNIALS) FOR A PERIOD
OF (1) YEAR FROM THE DATE OF ACCEPTANCE FROM THE
PROJECT REPRESENTATIVE.

THE LANDSCAPE ARCHITECT SHALL VERIFY THE LOCATION OF
ALL PLANTING BEDS AND PLANT MATERIALS PRIOR TO
INSTALLATION.  THE CONTRACTOR SHALL COORDINATE A FIELD
VISIT FOR JLG ARCHITECTS AT LEAST TWO BUSINESS DAYS
PRIOR TO INSTALLATION FOR LAYOUT REVIEW.

ALL PLANTING BEDS (SHRUBS AND PERENNIALS) SHALL RECEIVE
A MINIMUM OF 18" OF TOPSOIL.  THE TOPSOIL USED IN THESE
AREAS SHALL MEET THE REQUIREMENTS OF "SELECT TOPSOIL
BORROW" IN ACCORDANCE WITH THE MNDOT SPEC. 3877,
TOPSOIL BORROW, 2005 EDITION, SEE SPECS.

ALL TREES IN TURF AREAS, AND ALL PLANTING AREAS SHALL BE
MULCHED WITH AT LEAST A 4" DEPTH OF MULCH, SEE SPECS.

THE SITE SHALL BE SEEDED ACCORDING TO CIVIL PLAN.

1.

2.

3.

4.

5.

6.

7.

8.

9.

10.

11.

INSTALL TRAIL SIGN 'C'. SEE DETAILS

PROPOSED SHRUBS/PERENNIALS

PROPOSED EVERGREEN SHRUB

EXISTING TREE

PLANT SYMBOL (SEE SCHEDULE)

QUANTITY, THIS LOCATION

BOULDER OR STONE OUTCROPPING

LANDSCAPE EDGING, SEE SPECS

ROCK -OR- WOOD MULCH, SEE SPECS

INSTALL TRASH ENCLOSURE. 'KAY' EXPANDED
METAL TRASH RECEPTACLE S32LRVPCSM;
SURFACE MOUNT. COLOR-GREEN. OR APP.
EQUAL. PH # 888-468-5869.PROVIDE & INSTALL
DOG VALET AS SPECIFIED AT TRASH
ENCLOSURES MARKED -DV. PROVIDE 3'-0" x
3'-0" x 6" THICK CONC PAD BELOW TRASH
ENCLOSURE WHERE SHOWN IN PLANT BEDS.

LANDSCAPE
SYMBOLS LEGEND

PROPOSED SEEDING AREA; SEE NOTES

PROPOSED TREE

30"X48" ADA ACCESSIBLE SEATING AREA
TYPICAL.

INSTALL EMERGENCY CALL STATION (ECS).
SEE-SPEC AND DETAILS.

INSTALL TRAIL MAP SIGN 'A'. SEE DETAILS

INSTALL WINTER BARRIER. SEE DETAILS.

CONCRETE PAD. SEE CIVIL FOR DETAILS

INSTALL PVC LANDSCAPE EDGING. SEE SPECS

INSTALL 'BRYAN RED ROCK' MULCH; 1-1/2".

INSTALL TRAIL SIGN 'B'. SEE DETAILS

INSTALL BENCH. BASIS OF DESIGN- KAY PARK
RECREATION, MODEL NO. 6CB4RP WITH
(ARCB 24) ARMRESTS. FRAME COLOR: BLACK,
COMPOSITE WOOD COLOR: CEDAR

LANDSCAPE NOTES
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SCALE:

7
LA102

WAY STATION 'B' - TYP.
1" = 5'

2

PATH IN CONTRACTOR
SCOPE OF WORK

2

2

2

CA 



NOTES:
1. BASIS OF DESIGN- KAY PARK RECREATION, MODEL NO.
6CB4RP WITH ARCB 24 ARMRESTS. FRAME COLOR: BLACK,
COMPOSITE WOOD COLOR: CEDAR
2. INSTALL PER MANUFACTURER'S DIRECTIONS,
IN-GROUND INSTALLATION.
3. MANUFACTURER SHALL SUBMIT SHOP DRAWINGS TO
ARCHITECT/OWNER.
4. SEE SPECS FOR FURTHER PRODUCT INFORMATION.

THICKENED
SLAB -PER
MANUF.
RECOMMENDATIONS

'KAY' BRAND CONTOUR
PARK BENCH;6CB4RP.
COLOR CEDAR

SEE PLANS
FOR BENCH
LOCATION

ARMREST OPTION;ARCB24

1'
-0

"

2'-0"

2 GALV. 1/2"Ø HILTI
QUICK BOLT WITH 3 1/2"
EMBEDMENT OR EQ.

2 - #5 REBAR CONT.

1'
-4

"
2
'-
8
"

2
'-
8
"

4
"

4
'-
0

"

4'-8"

EPOXY PRECAST CONC. CAP-
2-#5 PINS @ 32" O.C.
18" PRECAST CONC. CAP W/ DBL.
SEALANT BACKDROP JOINTS

6-8" TALL X 1" THICK METAL LETTERS;
SEE SPECS. FOR TEXT INFORMATION.
*INSTALL AT NORTH ELEV. ONLY

4" BRICK VENEER
8" CMU - GROUT SOLID WITH #6 REBAR
VERT. @ 16" O.C. - CENTER IN 8" CELL

GALV. MASONRY WALL TIES @
16" O.C. VERT.

PVC DRAIN @ 8'-0" O.C.

CLEAN BACKFILL

WATER BARRIER

GRANULAR FILL

'GROWING' MEDIUM FILL

2
 5

/8
"

12" CMU

1'-0" 2'-0" 1'-0"

4'-0"

8" BOND BEAM WITH 2 - #5 REBAR CONT.

SIGN NOTES:

1. CONTRACTOR SHALL COORDINATE
TEXT, TEXT HEIGHT AND FONTS WITH
OWNER AND ARCHITECT THROUGH
SHOP DRAWING REVIEW PROCESS.

2.  SEE PROJECT SPECS FOR
FURTHER INFORMATION ON SIGNAGE
MATERIALS.

3. CONTRACTOR SHALL SUPPLY
MATERIAL AND COLOR SAMPLES TO
ARCHITECT & OWNER PRIOR TO
CONSTRUCTION FOR ALL LETTERING,
DIRECTIONAL ARROWS, FASTENERS
AND ALUMINUM PANEL.

5
"

8
"

3
"

8
"

PROVIDE IRRIGATION-COORDINATE
W/ CIVIL DRAWINGS.

3" MIN.

3
" 
M

IN
.

#5 REBAR AT 12" O.C.

5 - #5 REBAR CONT.

18" PRECAST CONC. CAP
W/ 58" JOINTS @ 4'-0" O.C.

WALL THICKNESS BELOW

1
2" QUIRK MITER AT CORNERS-BACKER
ROD & CAULK JOINT

22'-7 
1/4

"

21'-1
 3/8"

34 UN
ITS

32 UN
ITS

R
72

'-9 5
/8

"

3

S T.  C L O U D  V A

2
'-
8
"

W A L K I N G  P A T H

5
"

8
"

3
"

6
"

1'
-4

"
2
'-
8
"

6-8" TALL X 1" THICK METAL LETTERS;
SEE SPECS. FOR TEXT INFORMATION.
*INSTALL AT NORTH ELEV. ONLY

SIGN NOTES:

1. CONTRACTOR SHALL COORDINATE
TEXT, TEXT HEIGHT AND FONTS WITH
OWNER AND ARCHITECT THROUGH
SHOP DRAWING REVIEW PROCESS.

2.  SEE PROJECT SPECS FOR
FURTHER INFORMATION ON SIGNAGE
MATERIALS.

3. CONTRACTOR SHALL SUPPLY
MATERIAL AND COLOR SAMPLES TO
ARCHITECT & OWNER PRIOR TO
CONSTRUCTION FOR ALL LETTERING,
DIRECTIONAL ARROWS, FASTENERS
AND ALUMINUM PANEL.

11'-0"

11'-6"

POURED CONCRETE PILASTER

5
'-
6
" 
M

IN
.

1'-6"

5" STEEL PIPE;ASTM-A588. BORE
INTO FOOTING FOR INSTALLATION.

WALKING PATH-SEE
CIVIL

3" STEEL PIPE;ASTM-A588

2" STEEL PIPE;ASTM-A588

4" STEEL PIPE HINGE
SLEEVE;ASTM-A588

4" Ø STEEL PIPE;ASTM-A588.
BORE INTO FOOTING FOR
INSTALLATION.

STEEL BUSHING RING

R
19'-0

"LOCK HASP PLANTING AREA- SEE ENLARGED
PLANS

POURED CONCRETE TOPPING

6
"

6
"

2
'-
0

"
6
"

1
2" EXPANSION MATERIAL

1
2" CHAMFERED EDGE

SIDEWALK BASE MATERIALS, PER
CIVIL PLANS

3
'-
6
"

1'-9"
SEALANT ALL AROUND TYP.

4 - #3 REBAR VERT. CONT. WITH #3
REBAR HOOP TIES @ 12" O.C. VERT.
PROVIDE 3 HOOP TIES IN TOP 1' OF
CONC. PILASTER.

GATE

WELD

STEEL 'TAPS

3" STEEL PIPE

WELD

LOCKING HOLE
(LOCK PROVIDED
BY OWNER)

5" STEEL PIPE

HINGE SLEEVE

4" Ø STEEL PIPE

WELD 3
8" STEEL PLATE

6
"

GATE SWING

R11'
-3

"

11'-6"

POURED CONCRETE FOOTING

POURED CONCRETE FOOTING

11
'-
6
"

3" STEEL PIPE

1'
-9

"
1'
-9

"

CONCRETE WALK-SEE CIVIL

WINTER GATE NOTES:

1. STEEL MEMBERS OF GATE
SHALL BE PRIMED AND
PAINTED.  COLOR TO BE
SELECTED BY ARCHITECT

EXISTING SUBGRADE

PLANTING SOIL

FINISH GRADE

3" SAUCER - 4'-0" MAX. DIA.

MULCH 3" MIN. DEPTH
TYPE 6 WOOD CHIP 

FINISH GRADE

EDGING AS SPECIFIED,
INSTALL ACCORDING TO
MFGR'S SPECFIFICATIONS

MULCH AS
SPECIFIED

WEED BARRIER
FABRIC AS
SPECIFIED. LAP 6"
AT JOINTS

8" STAPLES TO ANCHOR WEED
BARRIER, TRIANGULAR SPACING
3' O.C. AND 1' O.C. LINEAR
SPACING AT JOINTS

SELECTIVE

SHALL BE
+1" ABOVE

FINISHED
GRADE

MIX

PRUNING DONE
AFTER PLANTING

ROOT COLLAR

SOIL

INTACT & COMPLETELY
COVERED WITH

SPECIFIED SOIL MIX

AND RECOMPACT
SCARIFY TO 4" DEPTH

TRIANGULATED

SEE LANDSCAPE

6" LEVELING

GRADE
FINISHED

MULCH, DO NOT MOUND

GRADE
FINISHED
TAPER TO

PLAN FOR

3" UNIFORM DEPTH

SPACING

LAYOUT

MULCH AROUND
BASE OF SHRUB

 SHRUB BALL TO REMAIN

AND/OR MULCH

COURSE

6" MIN.

6
"

3
"

9"

3
"

SCALE:

5
LA103

TYP. EDGING, MULCH AND FABRIC
 NTSSCALE:

4
LA103

SHRUB PLANTING DETAIL
 NTS

SCALE:

1
LA103

SHRUB MASS PLANTING
 NTS SCALE:

2
LA103

TYP. BENCH DETAIL
1" = 1'-0" SCALE:

3
LA103

MONUMENT SIGN PLANTER - SECTION
3/4" = 1'-0"

SCALE:

10
LA102

MONUMENT SIGN PLANTER - COURSING PLAN
1/2" = 1'-0"

SCALE:

9
LA102

MONUMENT SIGN PLANTER - PLAN
1/2" = 1'-0"

SCALE:

6
LA103

WINTER BARRIER GATE - DETAILS
1-1/2" = 1'-0"

SCALE:

7
LA103

WINTER BARRIER GATE - ELEVATION
1/2" = 1'-0"

LA103

02212002LANDSCAPE DETAILS

ST.CLOUD VA HEALTH CARE SYSTEM

10/16/12 JJR BAP

SCALE:

11
LA102

MONUMENT SIGN PLANTER - ELEVATION
1/2" = 1'-0"

SCALE:

8
LA103

WINTER BARRIER GATE - ELEVATION
1/2" = 1'-0"

CREATE CAMPUS
WALKING PATH
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6
"

19
'-
0

"

6
"

6"
18'-0"1'-5"

4'-0"

2%
TYP.

6"

INSTALL MIN 3" DEPTH 1-1/2" DIA.
ANGULAR GRANITE AGGREGATE.

COLOR PER ARCHITECT.

INSTALL TYPE 'A' BOULDERS.SEE
SPEC

INSTALL TYPE 'B' BOULDERS.SEE
SPEC

INSTALL TYPE 'C' BOULDERS.SEE
SPEC

SEE BENCH DETAIL FOR
REINFORCING AND CONNECTION
INFORMATION

1
2" EXPANSION MATERIAL. TYP

6" DEPTH AGGREGATE BASE.
COMPACT TO 95% DENSITY.

6"X18" HEADER CURB
W/WATERSTOP INSERT, SEE NOTES.
CHAMFER 12" ON INSIDE OF CURB.

THICKENED SLAB EDGE. INSTALL
WITH 6" LONG 3/8"THK. PVC RIB
WATERSTOP WITH CENTER BULB

INSTALL 10" THICK AT EDGE
(TAPERING TOWARDS CENTER) MIN.
6" CONCRETE SLAB WITH #4 REBAR
AT 10" O.C. EACH WAY. MAINTAIN A
3% MIN. SLOPE TO CENTER DRAIN,
TYP. WATERPROOF AS REQUIRED.

SCARIFY & COMPACT MIN 6" DEPTH
EXISTING SUBGRADE

INSTALL 6" DIA CAST IRON DRAW
W/ GRATE.3" PERFORATED DRAIN TILE W

SOCK. CONNECT TO FOUNTAIN
DRAIN LINE.

INSTALL FOUNTAIN SUPPLY
LINE.SEE NOTES

INSTALL FOUNTAIN DRAIN LINE.
SEE NOTES.

INSTALL SUBMERSIBLE PUMP W/
ELECTRIC SUPPLY. SEE NOTES

INSTALL VAULT W/ ACCESS HATCH,
SEE NOTES FOR FURTHER
INFORMATION

GRADE ADJACENT PAVEMENT
AWAY FROM FOUNTAIN FEATURE

INSTALL BENCHES. SEE PLANS &
DETAILS.

INSTALL TYPE 'A' BOULDERS.SEE
SPEC

INSTALL TYPE 'B' BOULDERS.SEE
SPEC

INSTALL TYPE 'C' BOULDERS.SEE
SPEC

INSTALL 6" DIA CAST IRON
DRAW W/ GRATE.

1. THIS DETAIL IS PROVIDED AS A DESIGN BASIS FOR THE FOUNTAIN CONTRACTOR.  THE DESIGN
INTENTION IS TO HAVE (3) LARGE SCALE “TYPE  A” GRANITE SLABS WHICH HAVE BEEN DRILLED OUT
AND PLUMBED TO HAVE A CONSTANT SUPPLY OF WATER SHOOTING 6”-24” ABOVE EACH BOULDER.
THE WATER SHALL PASS DOWN THE BOULDERS AND DRAIN BACK TO THE VAULT.  TYPE “A” GRANITE
SLABS SHALL HAVE WATER SUPPLIED TO THEM, TYPE “B” AND “C” SLABS DO NOT HAVE WATER.  SEE
LANDSCAPE SPECIFICATIONS FOR FURTHER INFORMATION ABOUT THE GRANITE SLABS IN FOUNTAIN.

2. THE FOUNTAIN CONTRACTOR SHALL PROVIDE TO THE ARCHITECT SHOP DRAWINGS WHICH INCLUDES,
BUT IS NOT LIMITED TO; SUPPLY AND RETURN PIPE SIZE AND MATERIALS, VAULT SIZE AND MATERIALS,
SUBMERSIBLE PUMP SIZE AND ELECTRICAL REQUIREMENTS, PUMP FILTERING DIAPHRAGM, VAULT
LOCATIONS IN RELATIONSHIP TO FOUNTAIN FEATURE, DRAIN SIZE AND MAKE, ACCESS DOOR INTO THE
VAULT, AND WATERPROOFING MEMBRANE MEANS FOR THE CONCRETE SLAB AND ALL JOINTS.  THE
ARCHITECT WILL REVIEW AND APPROVE THE SHOP DRAWING PRIOR TO ANY CONSTRUCTION OF THE
FOUNTAIN ELEMENTS.

3.  THE OWNER SHALL HAVE THE ABILITY TO ADJUST THE PRESSURE TO EACH OF THE FOUNTAIN
ELEMENTS.  THE PUMPS SHALL BE CONTROLLED SO THE OWNER CAN ADJUST THE TIMING AND ON/OFF
ABILITY OF THE FOUNTAIN AUTOMATICALLY FOR EACH DAY OF THE WEEK.

4. THE FOUNTAIN CONTRACTOR SHALL SUPPLY EXTRA PARTS FOR THE FOUNTAIN, PROVIDE AS-BUILT
DRAWINGS OF THE PIPING AND LAYOUT AND TRAIN THE OWNER ON THE SPRING START UP AND
WINTERIZATION OF THE FOUNTAIN.  THE FOUNTAIN CONTRACTOR SHALL BE IN PERSON FOR THIS
TRAINING.

5. THE FOUNTAIN CONTRACTOR SHALL FURNISH AND SUPPLY WATER AND ELECTRICAL SERVICE TO THE
FOUNTAIN.

6. THE VAULT SHALL BE PLACED ADJACENT TO THE FOUNTAIN, BUT OF SUFFICIENT DISTANCE TO KEEP THE
NOISE LEVEL FROM THE PUMP LESS THAN THE NOISE FROM THE FOUNTAIN FEATURE AS MEASURED AT
THE BENCHES.

7. FOUNTAIN WATER SUPPLY PROVIDED FROM IRRIGATION SYSTEM. WATER SUPPLY SHALL BE
CHEMICALLY TREATED AS REQUIRED BY MINNESOTA DEPARTMENT OF HEALTH.

   8. THE FOUNTAIN CONTRACTOR SHALL COORDINATE THE ELECTRICAL REQUIREMENTS FOR THE PUMPING 
SYSTEM PRIOR TO BIDDING WITH THE ELECTRICAL CONTRACTOR.  THE ELECTRICAL CONTRACTOR 
SHALL SUPPLY ELECTRICAL POWER TO THE PUMPS AS PART OF THE PROJECT.

FOUNTAIN NOTES:

SET STONES 'A','B','C', ON
NEOPRENE PADS AND APPLY
EXPANDABLE GROUT.

3%
MIN.

2

2%
TYP.

BENCHES. SEE PLANS & DETAILS.

PLANTING AREA. SEE PLANS

3%M
IN.

3%
M
IN
.

5
'-
7"

5
'-
7"

6'-10"9'-7"

ADA DESIGNATED AREA

27'-0"

TRASH RECEPTACLE

INSTALL FOUNTAIN SUPPLY
LINE.SEE NOTES

3%
M
IN
.

3%M
IN.

4'-6 7/8"

1. PROVIDE ASTM C33 AGGREGATE.
2. CONCRETE: AIR ENTRAINED 6% MAX.,
50,000 PSI, WITH WATER/CEMENT CONTENT </=
.40 AND 610 LB. CEMENT PER YARD

FOUNTAIN STRUCTURAL NOTES:

2
" 
M

IN
. 
C
O

V
E
R

3
" 
M

IN
.

SOIL BELOW CONC. SLAB SHALL BE NON
FROST SUSCEPTABLE GRANULAR
MATERIAL FOR MIN. 4'-0" DEPTH

4" SQUARE ALUMINUM
POST.

4'-0"

1/2" THICK HIGH
PRESSURE LAMINATE
EXTERIOR RATED
PANEL. SEE SIGN NOTES

SEE SITE PLAN FOR EXACT
LOCATION OF SIGN

6
"

5
'-
0

"

POURED CONCRETE
PIER PER SIGN
FABRICATOR

5
'-
8
"

4
'-
0

"

SIGN NOTES FOR TYPE "A" :

1. CONTRACTOR SHALL COORDINATE
TEXT, TEXT HEIGHT AND FONTS WITH
OWNER AND ARCHITECT THROUGH SHOP
DRAWING REVIEW PROCESS.

2.  SEE PROJECT SPECS FOR FURTHER
INFORMATION ON SIGNAGE MATERIALS.

3. CONTRACTOR SHALL SUPPLY
MATERIAL AND COLOR SAMPLES TO
ARCHITECT PRIOR TO CONSTRUCTION
FOR ALL LETTERING, DIRECTIONAL
ARROWS, FASTENERS AND ALUMINUM
PANEL.

UV CURED DIGITALLY PRINTED
GRAPIC.TRAIL MAP GRAPHIC
PROVIDED BY OWNER. MAP
GRAPHICS AND INFORMATION
TO BE REVIEWED BY PROJECT
ARCHITECT AND OWNER.

1'
-8

"

SEE SITE PLAN FOR PLANTING
LAYOUT

ALUM. CAP

1'-0" Ø TYP.

SEALANT TYP.
WATERPROOFING MEMBRANE -
EXTEND MIN. 1" ABOVE GRADE
SEALANT ALL AROUND

POURED CONCRETE PIER
PER SIGN FABRICATOR

5
'-
0

"

2'-8" 1'-4"

4
'-
0

"

4" ALUM.
SQUARE POST.

SEE SITE PLAN
FOR PLANTING
LAYOUT

1/2" DIA. ALUM.
BOLTS

ALUM. CAP

3/16" ALUM.
PLATE WITH 2"
VINYL LETTERS

2
'-
2
"

8
"

4
"

6
"

VINYL DIRECTIONAL
ARROWS.8

"
2
"

1'-0" Ø TYP.

POURED CONCRETE
WALK, SEE CIVIL

WATERPROOFING
MEMBRANE - EXTEND
MIN. 1" ABOVE
GRADE

SEALANT ALL AROUND

SEALANT ALL AROUND

SCALE:

1
LA104

WATER FEATURE - PLAN
1/2" = 1'-0"

SCALE:

2
LA104

WATER FEATURE - SECTION
1/2" = 1'-0"

SCALE:

5
LA104

TRAIL MARKER SIGN 'C' - ELEVATION
1/2" = 1'-0"

SCALE:

4
LA104

TRAIL MARKER SIGN 'B' - ELEVATION
1/2" = 1'-0"

SCALE:

3
LA104

TRAIL MAP SIGN 'A' - ELEVATION
1/2" = 1'-0"

LA104

02212002CREATE CAMPUS
WALKING PATH

LANDSCAPE DETAILS

ST.CLOUD VA HEALTH CARE SYSTEM

10/16/12 JJR BAP

SCALE:

7
LA104

ECS DETAIL
1/2" = 1'-0"

SCALE:

6
LA104

TRAIL MARKER SIGN 'D' - ELEVATION
1/2" = 1'-0"
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